Wireless In-Ear Monitoring at Merrylands Music
shop@merrylandsmusic.com.au

Ashton IEM200

For crystal clear foldback without the background noise of other band members,try Ashton’s IEM200 In-ear Monitor System. Featuring an easy to read backlit LCD display on both the receiver and transmitter, the IEM200 is easy to use even in dark environments and a no-hassle 5 hour battery life means you can rely on it every time! Furthermore, this system caters for a whopping 160 channels and it’s around half the price of other brands on the market with the same features.

SYSTEM:
- Frequency range: 700-900mHz (depending on your area or country)
- Transmitter output level: 10dBm
- Operating range under typical conditions: 100m
(Note: actual range depends on RF signal absorption, reflection and interference)
- Audio frequency response (±3dB): 60Hz-16kHz
- Total harmonic distortion: <1%
- Dynamic range: >90dB A-weighted
- Includes: 1 x IEM200 transmitter, 1 x RC200 bodypack, 
1 x special isolated earphones, 1 x power adaptor,
3 x earphone grommets, 1 x heavy-duty metal case

TRANSMITTER:
- Max audio input level: +6dBV
- Gain adjustment range: 40dB
- Input impendance: 100K ohm
- XLR Input: impedance balanced
- Power requirements: 12-18V DC at 300mA - supplied by external power supply (included)
- Weight: 605g
- Dimensions: 3.8cm x 21.2cm x 9.6cm

RC200 BODYPACK RECIEVER:
- Audio output level: 100mW
- RF Sensitivity: -94dBm for 30dB SINAD
- Typical image rejection: >55dB
- Power requirements: 2xAA batteries (alkaline or rechargeable)
- Battery life: 5 hours
- Weight: 100g without batteries
- Dimensions: 9.5cm x 6.5cm x 2.5cm
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